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Louver Doors and Bi-Folds 
 

1-3/8 and 1 3/4 Louver doors and bi-folds are made to 
order.  They feature true stile & rail, doweled 
construction and your choice of square edge or beveled 
sticking.  Stiles are built-up to help keep the door stable.  
Other parts will be solid or glued up as required.  Most 
species are available.  We will be happy to customize 
doors to suit your needs. 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 

 
 
 
 

Interior Louver Doors and Bi-Fold Doors are 
available in Pine, Poplar, Red Oak, Maple and 
Cherry.  

 

 
 
 
 
 
 

• All dimensions are face of stile or rail (not including sticking) 
• Doors are fully customizable.  Any part can be modified as required. 
• Bi-Folds include track and hardware 
• Bi-Folds are made to FINISHED opening size.  Allowance for hardware is 

made by mill. 
 

 Doors Bi-folds 
   
Door Thickness 

1-3/8” or 
 1-3/4” 

1-3/8” or 
 1-3/4” 

Top Rail 4-1/4” 4-1/4” 

Lock Rail 6” 6” 

Bottom Rail 8-1/2” 8-1/2” 

Side Stiles 4-1/4” 2” 

Louver Slat Size  9/32” x 1-5/8” 9/32” x 1-5/8” 

Stile Construction Built Up Solid 

Louver Spacing 
variable - 

 approx 1-5/16” 
variable - 

approx 1-5/16” 

Sticking detail 

Beveled sticking  
 2 sides (standard) 

 
square edge 

(optional) 

Beveled sticking  
 2 sides (standard) 

 
square edge 

(optional) 
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4-1/2” x 1-1/16” Faux 
Hinge 
#395 

Set of 4 

#428 –   4”      Pair 
#427 –   8”      Pair 
#425 – 12”      Pair 
#426 – 16”      Pair 

 

New England Hook & Eye 

 

#510 – 6-3/4” x 5” x 1-7/8” w/ 2-1/16” Offset    Set of 4 
#512 – 6-3/4” x 5” x 2-5/8” w/ 2-1/8”   Offset    Set of 4  

Exterior Shutter Hardware 

Faux  
Hardware 

 6-3/4” Faux Shutter Dogs 
#270 Stippled Finish 
#271 Smooth Finish 

Pair 

 

#518 - 7” Stamped Scroll w/ lag     Pair 
                             Cast Iron 
#253 - 6-1/4” Rat Tail – w/ Post      Pair 
#203 - 6-1/4” Rat Tail – w/ Lag       Pair 
#254 - 6-3/4” Scroll – w/ Lag          Pair 
#204 - 6-3/4” Scroll – w/ Post         Pair 
 

#625 – Small Strap 13-3/4” x 3-1/2” w/ 2” Offset  
#626 – Large Strap       19” x 3-1/2” w/ 2” Offset  

Set of 4 

 

Strap Shutter Hinge 

Faux Spade Style Strap Hinge 

 
#647 Small Faux Strap         9-1/2” x 1”                   
#646 Medium Faux Strap        13” x 1-3/4”             
#645 Large Faux Strap       16-1/4” x 2-1/8”           

Set of 4 

Shutter Dogs 

 

New York Style Hinges 

 

 

Scroll Post 

Lag 

View of Offset 

Hand Forged Hooks w/ Cast Iron 

Cast Iron pintel / Forged steel strap 

 
#840 - 4-1/4” x 5” w/ 1-1/16” Offset       Set of 4  
#844 - 4-1/4” x 5” w/ 2-1/8”   Offset       Set of 4 

 

Rat Tail 

Large offset is for Brick 
construction, and smaller 

offset is for Wood 
construction. 
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Primed Composite Panel and Louver Shutters 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
Panel  

Shutters 
Louver 

Shutters 
   
Shutter Thickness 1-1/4” 1-1/4” 

Top Rail 2” 2” 

Mid Rail(s) 1-3/4” 1-3/4” 

Bottom Rail 4-1/4”  4-1/4” – 5-1/4” 

Side Stiles 2” 2” 

Louver Spacing N/A 1-1/2” 

Sticking detail Beveled Edge Beveled edge 

Panel Thickness 1/2” Composite N/A 

   

All shutters built to order size – No Trimming 
We specialize in non-standard sizes and layouts 
Mid Rail required on all shutters 50" and longer  
 

Composite Shutters are built using dowel construction. 
These shutters are made using a proprietary wood 
composite material for all components.  This material is 
manufactured via a patented steam injection technology 
process that uses 90% wood with phenolic resins, zinc 
borate and other ingredients that make this material 
moisture, rot, and termite resistant.   
 
This material has a Class C fire rating; Flame spread 
120; Smoke developed 95. 
 
Best of all, this material is environmentally friendly.  It is 
made from sustainable materials, and contains NO 
ADDED UREA FORMALDEHYDE. 
 
Shutters are fully customizable; all dimensions except 
louver spacing can be modified to suit your needs. 
 
Fasteners on Composite shutters should be installed on 
faces of the product only.  The edge of the product has 
limited screw-holding ability and tends to split if fasteners 
are not installed properly.  If edge fastening is necessary, 
pre-drilling is required to reduce splitting.  The use of 
screws with a flat bottom (i.e. pan head or round head) 
along with fender washers is recommended.  DO NOT 
use nails, staples, flat head screws, etc.  There is no 
warranty on composite shutters that have edge fasteners 
or edge holes. 


